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Type 3: Header Tank System  
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General Description:   

The data center operator required fast construction of a fuel system to support 16 generators of 

2MW capacity each.  The generators were located inside the building 2 generators per fire 

protected room.  A pipeline header tank is located in a floor trench connecting all generator 

rooms. Generators draw fuel from the header tank and return fuel to same. Bulk storage tanks 

outside and adjacent to the building. 

 

 
Challenges: 

Master Slave Control:  The primary challenge was sharing pumps, valves, and sensors between 

2 dual power master panels with different power sources.  This required special pump-valve-

sensor interface controls to provide independent signals to each master panel. 

 

Integration: The secondary challenge was the testing and integration of all status points into the 

facility wide PMS system using Ethernet connectivity.  The Earthsafe standard integration 

protocol includes sets of standard monitoring points for each system element, allowing for quick 

building and testing of points lists. 
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Operating Sequence Summary: 

The system consists of 16 generators connected to a common header - tank.  The header – tank 

is serviced by 2 bulk storage tanks with FOS-FOR actuated valves, 2 sets of submersible fuel 

pumps, 2 independent pumped fill stations, and 2 overflow receipt tank with duplex pumps.  

There is a dual tank filter polisher provided for the bulk storage and a separate filter – polisher 

provided for the header – tank. Each of the fill stations, filter polishers, and overflow modules 

have a C800 controller programmed for the specific application.  There are 2 master with dual 

power inputs, operating as a master and slave controller.  Either panel can operate and monitor 

the system independently. 

 

Special Operating Features: 

1. Dual Control Pump and Valve Controllers.  To allow either Master panel to operate and 

monitor bulk tank pumps and valves, specialized control panels are provided to share 

the command and status signals from the 2 Master panels which can be on separate 

power systems   

2. Overflow Receipt Tanks and Pumps:  The system has an overflow day tank and duplex 

pump set located in pit to allow gravity overflow or drainage flow from the header - 

tank, to be returned to the bulk tanks.   

3. Pneumercator Level – Leak Integration: The C900 Master Controllers integrate tank level 

and leak detection information from the Pneumercator TMS 3000 tank monitor.  The 

level and leak information is displayed on the C900 touch screen, and is also 

communicated to the facility PMS system.  

 

 

 


